§204.55

(5) The machine shall have been
warmed up and shall be operating in a
stable condition as for continuous serv-
ice and at its maximum rated capacity.
All cooling air vents in the engine/com-
pressor enclosure, normally open dur-
ing operation, shall be fully open dur-
ing all sound level measurements.
Service doors that should be closed
during normal operation (at any and
all ambient temperatures) shall be
closed during all sound level measure-
ments.

(f) Microphone locations. Five micro-
phone locations must be employed to
acquire portable air compressor sound
levels to test for noise standard com-
pliance. A microphone must be located
7+.1 meters from the right, left, front,
and back sides and top of the test unit.
The microphone position to the right,
left, front, and back sides of the test
unit must be located 1.5+t.1 meters
above the reflecting plane.

(g) Data required. The following data
must be acquired during noise emission
standard compliance testing:

(1) A-weighted sound level at one
microphone location prior to operation
of the test unit and at all microphone
locations during test unit operations,
as defined in paragraph (d) of this sec-
tion.

(2) Portable air compressor engine
speed.

(3) Portable air compressor
pressed gas pressure.

(4) Portable air compressor flow rate.

(5) All other data contained in Ap-
pendix I, Table IV.

(h) Calculation of average sound level.
The average A-weighted sound level
from measurements at the specified
microphone locations must be cal-
culated by the following method:

L=10 log (1/5[Antilog L,/10+Antilog L./
10+Antilog L3/10+ Antilog L4/10+ Antilog
Ls/10])

Where:

L=The average A-weighted sound level (in
decibels)

L =The A-weighted sound level (in decibels)
at microphone position 1

L.=The A-weighted sound level (in decibels)
at microphone position 2

L;=The A-weighted sound level (in decibels)
at microphone position 3

L 4,=The A-weighted sound level (in decibels)
at microphone position 4
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L s=The A-weighted sound level (in decibels)
at microphone position 5

(i) The Administrator may approve
applications from manufacturers of
portable air compressors for the ap-
proval of test procedures which differ
from those contained in this part so
long as the alternate procedures have
been demonstrated to correlate with
the prescribed procedure. To be accept-
able, alternate testing procedures shall
be such that the test results obtained
will identify all those test units which
would not comply with the noise emis-
sion limit prescribed in §204.52 when
tested in accordance with the proce-
dures contained in §204.54 (a) through
(h). Tests conducted by manufacturers
under approved alternate procedures
may be accepted by the Administrator
for all purposes.

(J) Presentation of information. All in-
formation required by this section may
be recorded using the format rec-
ommended on the Noise Data Sheet
shown in Appendix I, Table IV.

[41 FR 2172, Jan. 14, 1976, as amended at 41
FR 8347, Feb. 26, 1976; 47 FR 57711, Dec. 28,
1982]

§204.55 Requirements.

§204.55-1 General standards.

(a) Every new compressor manufac-
tured for distribution in commerce in
the United States which is subject to
the standards prescribed in this sub-
part and not exempted in accordance
with §204.5:

(1) sShall be labeled in accordance
with the requirements of §204.55-4.

(2) Shall conform to the applicable
noise emission standard established in
§204.52

(b) [Reserved]

[41 FR 2172, Jan. 14, 1976, as amended at 47
FR 57711, Dec. 28, 1982]

§204.55-2 Requirements.

(a)(1) Prior to distribution in com-
merce, compressors of a specific con-
figuration must verify such configura-
tions in accordance with this subpart.

(2) [Reserved]

(3) At any time with respect to a con-
figuration under this subpart, the Ad-
ministrator may require that the man-
ufacturer ship test compressors to an



